
 

2 Hour Fire Assembly – Wood Truss / Gypsum Ceiling  
2 Layers 5/8” Type X Gypsum Board applied to the bottom chord  

Typical manufactured wood truss, spaced 24” o.c. 

 

 
To achieve 2 Hr. Fire Rating: 
Apply 30 mil (dry) thickness of forcefield Fireguard® E-84 Intumescent Coating to the Exposed Face of the 5/8” 
gypsum type x wallboard. 

 

 
 

     
 
 

Note: 2nd Layer of 5/8” type x gypsum Drywall needs to be attached with 2 ½” – 3” Screws 8” O.C. 

FIRE TEST ENDURANCE RATING: 2 HOUR  

STANDARD TESTED TO: 
ASTM E-119- 10a, NFPA 251, UL 263 Small Scale 
Test, CAN / ULC S 101 07 No Load 

FIRE TESTING LABORATORY: 
GUARDIAN FIRE TESTING LABORITORIES, INC. 
480 HINMAN AVE. 
BUFFALO, NY 14213 

REPORT NO: GL 60911 & GL 115411 & EER 36615 

PRODUCT: 
ForceField® FireGuard® E-84 INTUMESCENT 
COATING (FFG E-84) 

MANUFACTURER: 
SHIELD INDUSTRIES, INC. 
131 SMOKEHILL LANE 
WOODSTOCK, GA 30188 

*SEE MANUFACTURER APPLICATION INSTRUCTIONS AND SPECIFICATIONS FOR SURFACE 
PREPERATION AND APPLICATION PROCESS 
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